	MSFC Problem Reporting and Corrective Action (PRACA) System

	WHOLE RECORD REPORT( + ADDENDUM)




	MSFC Record #
A09273 
	In-Flight Anomaly Number
-- 
	Contractor Report Number
E-091 
	JSC#
-- 
	KSC#
-- 

	Problem Title
LH2 ULLAGE PRESSURE TRANSDUCER MEASUREMENT ERRATIC 

	EICN#
-- 
	ELEMENT
ET 
	Contractor
MMMSS 
	FSCM#
-- 
	FCRIT
1R 

	HCRIT
-- 
	Sys_Lvl
N 
	Misc Codes
A (O) B C D E F G H I J K L M N O 

	HARDWARE
EIM 
	NOMENCLATURE
LH2 ULL PRES TRNSDCR 
	PART#
PD7400098-039 
	SER/LOT#
0001595 
	MANUFACTURER
GULTON 

	HARDWARE
LRU 
	NOMENCLATURE
N/A 
	PART#
N/A 
	SER/LOT#
N/A 
	MANUFACTURER
N/A 

	HARDWARE
NCA 
	NOMENCLATURE
LH2 ULL PRES TRNSDCR 
	PART#
PD7400098-039 
	SER/LOT#
0001595 
	MANUFACTURER
GULTON 

	Test/Operation
A - ATP 
	Prevailing Condtion
F - FUNCTIONAL 
	F / U
F 
	Fail Mode
EF - INTERMITTENT 
	Cause
ETE - EI-TEST-ENVR 

	System
ELECTRICAL 
	Defect
CN - CONTAM 
	Material
E - EL C/W 
	Work Contact
J. ADAMS 
	Fail Date
05/10/1985 

	Received at MSFC
07/03/1985 
	Date Isolated
-- 
	FMEA Reference
3.1.2.9 
	IFA: Mission Phase
-- 
	Mission Elapsed Time
-- 

	Location
GULTON 
	Symptom
EF - INTERMITTENT 
	Time Cycle
-- 

	Effectivity Text
LWT-12 AND SUBS 

	Vehicle Effectivity Codes

	Vehicle 1
-- 
	Vehicle 2
-- 
	Vehicle 3
-- 
	Vehicle 4
-- 
	Vehicle 5
-- 

	Mission Effectivity Codes

	Mssn 1
-- 
	Mssn 2
-- 
	Mssn 3
-- 
	Mssn 4
-- 
	Mssn 5
-- 

	Estimated Completion Dates

	MSFC Approved Defer Until Date
-- 
	Contractor Req Defer Until Date
-- 
	LVL 3 Close
-- 
	Remark / Action
-- 

	Investigation / Resolution Summary


	Last MSFC Update
02/14/1995 
	CN RSLV SBMT
12/08/1986 
	Defer Date
-- 
	Add Date
-- 
	R/C Codes
2 - MFG -- -- 

	Assignee

	Design
P. MULLER 
	Chief Engineer
-- 
	S & MA
R. JACKSON 
	Project
M. PESSIN 
	Project MGR
-- 

	Approval

	Design
P. MULLER 
	Chief Engineer
-- 
	S & MA
R. JACKSON 
	Project
M. PESSIN 
	Project MGR
-- 

	PAC Assignee
G. MILLER 
	PAC Review Complete
GM 
	MSFC Closure Date
01/07/1987 
	Status
C - CLOSED 
	F/A Completion
-- 

	Problem Type
-- 
	SEV
-- 
	Program Name
-- 
	REVL
-- 
	OPRINC
-- 

	FUNC MOD
-- 
	Software Effectivity
-- -- -- -- -- 
	Software Fail CD
-- 
	SUBTYPE
-- 
	Software Closure CD
-- 

	RES PERSON L2
-- 
	Approval Signature L3
-- 

	Related Document Type
-- 
	Related Document ID
-- 

	Related Document Title
-- 

	Related Document Type
-- 
	Related Document ID
-- 

	Related Document Title
-- 

	Related Document Type
-- 
	Related Document ID
-- 

	Related Document Title
-- 

	Contractor Status Summary


	Reliability/Quality Assurance Concerns, Recommendations:


	Problem Description
REF: DURING VENDOR ACCEPTANCE TESTING OF A PRESSURE TRANSDUCER A SIGNAL

DROPOUT (NOISE SPIKE) WAS DETECTED IN ITS ELECTRICAL OUTPUT. THERE WAS

A SINGLE NOISE SPIKE IN THE OUTPUT OF THE UNIT AT APPROX 49.5 PSIA

	Contractor Investigation/Resolution
R/A - NONE REQUIRED 7/3/85 - DOES NOT CONSTRAIN FUTURE LAUNCHES. THE

FAILURE WAS DETECTED DURING ACCEPTANCE TESTING AT VENDOR. ALSO, SYSTEM

IS FAIL-SAFE FOR THIS FAILURE MODE. WORST CASE LOCATION OF THIS DEFECT

WOULD OPEN THE FLOW CONTROL VALVE WHICH WOULD INCREASE TANK PRESSURE

AND MOVE WIPER OFF DAMAGED (OR CONTAMINATED) WINDING. SIGNED - ____G

P. BRIDWELL___ - G. P. BRIDWELL/ET PROJECT. 8/15/85 PRB STATUS - THIS

IS SAME TYPE FAILURE AS REPORTED ON CAPS E-082. AWAITING A F/A & C/A

FROM VENDOR. ECD IS 9-16-85. 10/17/85 PRB STATUS - FA STILL IN PROGRESS

AT VENDOR'S FACILITY. EXPECT FA TO CONCLUDE THAT DISCREPANCY WAS CAUSED

BY DUST PARTICLES. THIS PROBLEM IS BEING WORKED/TRACKED WITH SIMILAR

ANOMALY ON CAPS E-092. 11/21/85 PRB STATUS - THIS IS SAME TYPE FAILURE

AS CAPS E-082 AND E-092. INVESTIGATION HAS BEEN REOPENED AGAINST CAPS

E-082 TO DETERMINE MECHANISM OF MECHANICAL DAMAGE, SIGNAL DROPOUT, AND

EXCESSIVE WEAR. CLOSURE OF THIS CAPS PENDING CLOSURE OF CAPS E-082

1/16/86 PRB STATUS - FA HAS BEEN DELAYED AT VENDOR DUE TO VENDOR

PROCESSING "SPECIAL BUILT" TRANS- DUCERS TO CLEAR EACH VEHICLE FOR FLT

MMC IS PRESSURING VENDOR TO COMPLETE THEIR INVESTIGATION. ECD IS

3-17-86. 3/20/86 PRB STATUS - VENDOR (GULTON INDUSTRIES) STILL HAS NOT

COMPLETED FAILURE ANALYSES DESPITE REPEATED REQUESTS FROM MMC. CLOSURE

OF THIS CAPS CONTINGENT UPON RECEIVING FAILURE ANALYSES FROM THE

VENDOR. ECD IS 4-11-86. 4/17/86 PRB STATUS - MMC AND GULTON HAVE

REACHED AN AGREEMENT AS TO THE EXTENT OF THE FAILURE ANALYSES, AND

GULTON IS WORKING THEM. ECD IS 5-9-86. 5/15/86 PRB STATUS - AFTER SOME

DISCUSSION, GULTON HAS STARTED FAILURE ANALYSIS ON THE 3 FAILURES

COMPLETION TIME LINE FROM GULTON IS 5-30-86. 6/19/86 PRB STATUS - FA IS

COMPLETE. EXPECT CLOSURE TO MSFC BY 6-30-86. 7/15/86 PRB STATUS -

AWAITING VENDOR RESPONSE. CLOSURE EXPECTED IN 30 DAYS. 8/21/86 PRB

STATUS - DELAY DUE TO PRIORITY FAILURE (LWT-18). CHANGE IN VENDOR

PROCESS. ECD 9-15-86. 9/18/86 PRB STATUS - FA COMPLETE. MICROSCOPIC

CONTAMINATION. ECD IS 11-14-86. 10/16/86 PRB STATUS - FA REPORT BEING

WRITTEN. ECD OF CAPS TO MSFC IS 11-14-86. 12/8/86 - INVESTIGATION

DETERMINED PROBABLE CAUSE OF FAILURES TO BE AS FOLLOWS: 1. TRANSDUCER

PD7400098-039, S/N 1595 - PROBABLE CAUSE OF FAILURE WAS CONTAMINATION

OF INTERNAL MECHANISM. 2. TRANSDUCER PD7400098-039, S/N 916 - PROBABLE

CAUSE OF FAILURE WAS CONTAMINATION OF INTERNAL MECHANISM, AND LOW WIPER

TENSION. 3. TRANSDUCER PD7400098-079, S/N 1508 - PROBABLE CAUSE OF

FAILURE WAS CONTAMINATION OF INTERNAL MECHANISM. 12/8/86 RESOLUTION -

THE TRANSDUCERS FAILED DURING ACCEPTANCE TESTING SPECIFICALLY DESIGNED

TO DETECT SUCH FAILURES. THE TESTING ASSURES THAT NO VEHICLE HAS SUCH

DEFECTS AT THE TIME OF DELIVERY.WHILE SUCH OCCASIONAL FAILURES ARE

INHERENT IN THE TRANSDUCER DESIGN, THE CORRECTIVE ACTIONS DEVELOPED IN

CAPS E-082R SHOULD HELP REDUCE THE RATE OF OCCURRENCE. NO CORRECTIVE

ACTION IS REQUIRED. OCCASIONAL FAILURES DUE TO SIGNAL DROPOUTS ARE

CONSIDERED TO BE NORMAL PRODUCTION FALLOUT DUE TO THE DESIGN OF THE

TRANSDUCERS AND THE LIMITATIONS IN THE VENDOR'S FACILITIES AND

EQUIPMENT. HOWEVER, AS PART OF THE CORRECTIVE ACTIONS DEVELOPED FOR

CAPS E-082R, ADDITIONAL MMMA PROCUREMENT QUALITY MANDATORY INSPECTION

POINTS HAVE BEEN ADDED TO THE VENDOR'S PROCESS PLANS FOR THE

MANUFACTURE OF PRESSURE TRANSDUCERS. THE INSPECTION POINTS ADDRESS

SEVERAL OF THE PROCESSES WHICH COULD AFFECT THE TYPE OF FAILURES

DOCUMENTED IN THIS CAPS. THE MANDATORY INSPECTIONS OF NOTE ARE AS

FOLLOWS: - 30X VISUAL INSPECTION OF THE WIPER SURFACE AFTER POLISHING

- 30X VISUAL INSPECTION OF THE COMPLETED RESISTIVE ELEMENT. - VERIFY

WIPER TENTION. - 30X VISUAL INSPECTION OF THE TRANSDUCER MECHANISM

PRIOR TO INSTALLATION OF THE CASE. THIS PROBLEM IS SUBMITTED TO MSFC

FOR CLOSURE REVIEW AND APPROVAL

	MSFC Response/Concurrence
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	ASSESSMENT ADDENDUM REPORT




	MSFC Report#
A09273 
	IFA#
-- 
	Contractor RPT#
E-091 
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-- 
	KSC#
-- 
	EICN#
-- 

	Asmnt Part#
PD7400098-039 
	Asmnt Part Name
GH2 ULL. PRESS XDUCR 
	Asmnt Serial/Lot#
1595 

	HCRIT CD
-- 
	FCRIT CD
1R 
	CAUSE CD
EIC - EI-CONTAM 
	FAIL MODE
EF - INTERMITTENT 

	Asmnt FMEA
3.4.1.1 
	Asmnt FM
1 
	FMEA CSE
E 
	FMEA SCSE
1 

	Asmnt FMEA
-- 
	Asmnt FM
-- 
	FMEA CSE
-- 
	FMEA SCSE
-- 

	Asmnt FMEA
-- 
	Asmnt FM
-- 
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-- 
	FMEA SCSE
-- 

	Correlated Part#
-- 
	Correlated Part#
-- 
	Correlated Part#
-- 

	Associated LRU#
-- 
	Associated LRU#
-- 
	Associated LRU#
-- 

	MAJOR DESIGN CHANGES

	APRV DATE
-- 
	DESCRIPTION OF CHANGES
-- 

	ASSESSMENT TEXT





